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TRUNSUN BEYONDSUN 330 MONO Half Cut

Pannello 
fotovoltaico 

Modulo TIER 1 nella lista BLOOMBERG che include un’assicurazione 
MUNICH.RE che riassicura i moduli in caso di difetti di manodopera, di 
resa ai 25 anni, ma anche e soprattutto in caso di insolvenza della 
società stessa. Questa back warranty copre quindi al 100% i clienti che 
decidono di acquistare TRUNSUN BEYONDSUN.

Il gruppo delle energie rinnovabili (BEYONDSUN) sempre parte del 
gruppo ZHENBEI copre verticalmente la �liera del fotovoltaico iniziando 
dalla produzione di ingot di silicio per passare attraverso la produzione 
delle celle, dei moduli e dei frame in alluminio; tutti questi prodotti 
vengono utilizzati nella BOM list dei materiali che compongono il 
modulo TRUNSUN BEYONDSUN

Trunsun BEYONDSUN vanta quattro fabbriche produttive in Cina ed una 
in Vietnam, e sono in possesso di tutte le certi�cazioni internazionali e 
della classe al fuoco 1.
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Dati tecnici
ELECTRICAL DATA STC*

*STC (Standard Test Condition): Irradiance 1000W/m², Module Temperature 25℃, AM 1.5

Peak Power (Pmax)

Maximum Power Voltage (Vmp)

Maximum Power Current (Imp)

Open-circuit Voltage (Voc)

Short-circuit Current (Isc)

Module Efficiency

Operating Temperature

Maximum System Voltage

Maximum Series Fuse Rating

Application Class

Power Telorance

ELECTRICAL DATA NMOT*

*Under Nominal Module Operating Temperature (NMOT), Irradiance of 800W/㎡ , Spectrum AM 1.5, Ambient Temperature 20� , Wind Speed 1m/s

Peak Power (Pmax)

MPP Voltage (Vmp)

MPP Current (Imp)

Open Circuit Voltage (Voc)

Short Circuit Current (Isc)

Temperature coefficient of Pmax

Temperature coefficient of Voc

Temperature coefficient of Isc

NMOT

TEMPERATURE CHARACTERISTICS

Cell Type

Cell Arrangement

Dimension (L×W×H)

Weight

Front Cover

Frame

Junction Box

Cable Type

Length of Cable

Connector

MECHNICAL DATA

Packing Type

Piece/Pallet

Pallet/Container

Piece/Container

PACKING MANNER 
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Current-Voltage Curve under
different working temperatures
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Current-Voltage Curve under
different irradiance
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Mono-Crystalline, 158.75×79.38mm

120pcs (2×(6×10))

1684×1002×35mm

19.5kg

3.2mm Tempered Glass

Anodized Aluminium Alloy

IP68, 3 Bypass Diodes

4mm²

1160mm

PV Connector

237 

31.38 

7.56 

38.67 

8.00 

242 

31.99 

7.58 

39.09 

8.06 

-40°C~+85°C

1000V

20A

Class A

0~+3%

40HQ

30

26

780

Dimension (unit: mm)Section A-A

28

 

246 

32.24

7.63

39.34 

8.13

250 

32.49 

7.69 

39.58

8.20 

TSHM325-120L

325

34.36

9.46

41.26

9.99

19.28

TSHM320-120L

320

34.08

9.39

41.00

9.91

18.98

TSHM330-120L

330

34.63

9.53

41.53

10.08

19.57

TSHM335-120L

335

34.90

9.60

41.78

10.16

19.87

TSHM340-120L

340

35.17

9.67

42.01

10.24

20.17

253 

32.74

7.74 

39.80

8.26 
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Ground holes

Drainage holes

Mounting slots
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Via R. Morandi, 23_ Zona Ind.le Nord 06012 Città di Castello (PG)
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